WO 03/101867 



10/516532 

PCT/AU03/00699 




Fig. 2B 



3 V » 11 



10/516552 



WO 03/101867 



PCT/AU03/00699 



4/9 




















21 




21 




21 




22 



Fig. 4 
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Fig. 7 




Fig. 8 
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160 



The detector 23 40 
transfers an indication of 
carrier removal to the 
processing system 6 



170 



The processing 
system 6 determines 
a carrier loading time 
interval 
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An empty carrier 2 is 
locked into a respective 
docking station 1 which is 
locked Into a gaming table 
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The detector 23 40 
transfers an indication of 
the carrier ID to the 
processing system 6 
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Security documents are 
placed in the earner 
through the slot 42 



120 



The docking station is 
removed from the gaming 
table thereby causing the 
shutter to close 
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140 



The carrier Is removed 
from the docking station 1 
and the cover 51 Is 
opened 



The processing system 6 
monitors the time taken to 
insert the carrier Into the 
loading station 



The detector 23 4 transfers 
an Indication of the cover 
opening time to the 
processing system 6 
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The earner 2 Is inserted into the 
cavity 53 and the detector 23 4 
transfers an Indication of the carrier 
ID to the processing system 6 
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The processing 
system 6 determines 
a cover open time 
interval 
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200 



The cover Is closed and an 
indication of this is transferred 
to the processing system 6 by 
the detector 23 4 



Yes 



The processing 
system 6 generates 
an alert 
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The processing 
system 6 monitors the 
time the cover is open 



The processing 
system 6 determines 
a transfer route from 
the route data 
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Yes 



The processing 
system 6 generates 
an alert 
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Fig. 9A 
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The processing system 6 controls the 
control stations 21 and the turbine 22 to 
transfer the carrier fn accordance with 
the predetermined route 
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The processing system 6 monitors 
signals from the detectors 23 to 

determine the time taken to travel 
between subsequent detectors 
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The processing 
system 6 determines 
a carrier transfer time 
Interval 
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The processing 




system 6 generates 
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an alert 
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Yes 
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The carrier is removed and 
the dual bMock opened to 

allow the security 
documents to be removed 
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The shutter is reopened and 
the base replaced 
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The carrier is placed In the 

destination station and 
transferred to the respective 
loading station 4 
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Fig. 9B 



